
 
 
 

1. The Accessory Kit includes the following components: 

Hooks (2), Standoffs (2), Anchor bolts (4), Installation 

positioning paper (1), and Installation instructions (1). 

b. After the bolts are hammered into the wall, 
remove the nuts and expose the bolts. Place a 
suitably sized auxiliary tube over the bolt, and 
hammer the tube until the anchor tube is flush 
with the wall surface.  
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c. Remove the hooks from the Accessory Kit and 

attach to the bolts with a socket or a wrench.
Step l: Confirm that all components are in the Accessory 
Kit. 

Step 2: Determine the wall construction and a 

suitable position for dryer installation. 

a. Dryer should only be attached to a solid wall. 

b. The clearance distance in front of the wall must be 

more than 150cm.  

Step 3: Paste the installation positioning paper to the 

solid wall. 

a. The bottom edge of the positioning paper must be at 

least 45cm higher than the floor. Draw a line with a 

level, as a base for the positioning paper. (Note: 

Ensure the marked screw holes do not overlap with 

nearby power outlets or taps.) 

b.  Remove the adhesive paper from the back of the 

positioning   paper, and paste the positioning paper 

to the wall horizontally. 

 
 
 
 
 
 

Step 4: Drill holes for anchor bolts. Find the hole mark on 

the positioning paper and using a 14mm drill bit drill 4 

holes according to the positioning paper drawing (hole 

depth 60mm). Use an appropriate14mm drill bit to pre-drill 

in tiled walls. 

 
 
 
 
 

Step 6: Fix the standoffs to the clothes dryer. 
Place the unpackaged clothes dryer on the floor. 
Remove the appropriate two screws at the back of the 
appliance with a Phillips head screwdriver. Thread 
the screws through the holes in the standoffs and 
then fasten them into the original screw holes. 
 

 
 
 

 
 
 

 
 

Step 7: Have 2 people lift the clothes dryer and align 
the slots at the back of the dryer with the hooks. 
Insert the hooks firmly into the slots and lower dryer 
onto hooks. 

 
 
 
 
 

Step 5: Fix the hook to wall with an anchor bolt. 

a. Using the anchor bolt from the Accessory Kit, insert 

the anchor bolt and tube into the drilled holes. Attach 

one nut to each bolt. To prevent the thread being 

damaged, don't expose the end-thread 

of the bolt. Hammer the 4 bolts into the holes.  

 
 
 
 
 
 
Step 8: If necessary, fit the inverted control panel 
label over the existing control panel label. 
 
WARNING: To avoid possible injury use two or 
more people to move and install the dryer. 

Wall Hanging Installation Instructions 

When hanging upside 
down, fix the 
standoffs at the 
position of these two 
screws. 

When hanging 
upright, fix the 
standoffs at the 
position of these two 
screws. 

When hanging 
upside down, 
insert the hooks 
into these two slots. 

When hanging 
upright, insert 
the hooks into 
these two slots. 


