OOKING SPECIFICATIONS

Solid Electric Cooktop

For simplicity and efficiency, you can’t beat the latest
range of Kleenmaid electric cooktops.

With sleek, streamlined design and a choice of colours
to enhance every kitchen style. These cooktops
incorporate the latest European styling and are laden
with features to make cooking every meal a pleasure.

Features
Size:
Controls:

Colours:

Elements:

Safety:

Please call 02 9375 2390

www.kleenmaid-appliances.com.au

CHB05SW
CHB6055X

600mm

Stylish easy to use manual controls
Stainless steel (CH605S5X)

White (CH6055W)

High speed elements

Overheat cut-out safety control

£ Kleenmoid

The best you can own.



http://www.kleenmaid-appliances.com.au/

Model

CHADS5X/SW

Electrical Ratings

230V 50Hz 7000W

The underside surface of the unit can be higher than TG

during operation, If the underside surface is accessible in
installation via cupboard doors and drawers, etc, a barrier must
be installed to restrict access, The barrier must be made of low
thermal conductivity material (eg. wood) with as many Y0mm
diameter holes at 100mm centres as possible, The barrier must

be positioned directly under and at least 50mm from the base of
the unit for the full width of the unit and depth of the cupboard.

N

Eémrn minimum
' BARRIER |

NOTE: This barrier is not supplied with the
cooktop and will need to be provided by your
cabinetmaker.

The rangehood must be placed at a maximum distance of
650mm above electric, gas or mixed cooktops, The
recommended height for the canopy or island rangehood is
750mm. Please confirm these measurements with your local
Bullding Authority.
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