SPECIFICATIONS

GE Monogram
427 Side-by-side Refrigerator

v

Boldly designed and brilliantly executed Monogram
appliances make a signature statement of elegance
and sophistication, adding a touch of luxury to your

kitchen design.

From advanced cooling features to simple touch

Features:
Capacity:
Evaporators:
Ice maker:

Temperature:

controls Monogram appliances bring refreshing

convenience to make you feel at home. Expertly crafted

Lighting:

the Monogram stainless steel wrapped refrigerator

offers a look of quality and refinement.

The heavy-gauge stainless steel extends across the
doors, wrapping beautifully around the door edges.
Long slim, tubular handles enhance the overall look

Controls:

Construction:

Usage:

and feel. A new standard for the ultimate kitchen.

Please call 02 9375 2390

www.kleenmaid-appliances.com.au

Energy rating:

Z5GS420

767 litre capacity (479 fridge/288 freezer)
Separate overhead evaporators
Integrated ice system (holds 7.5kg of ice)

Multiple electronic sensors for precise
temperature management

Halogen light tower (7 in fridge and 2 in
freezer)

Upfront electronic controls with proximity
detection

304 Grade stainless steel wrap
4 Star
773kWh per year

£ Kleenmoid

The best you can own.



http://www.kleenmaid-appliances.com.au/

DIMENSIONS AND CLEARANCES

654mm Stainless Steel Models
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Depth Including Handles: 705mm

* Shipping height.
The refrigerator can
be adjusted to fit
into a cutout that
is 2121 min. to 2146
mm max. height.
Note that the top
case trim at the
frontis 13 mm
higher and will
overlap upper
cabinetry or soffit.
Use leveling legs
and wheels for a
maximum 25 mm
height adjustment.

ZSGS420

PRODUCT CLEARANCES

These refrigerators are equipped with a 2 position

door stop. The factory set 130° door swing can be

adjusted to 90° if clearance to adjacent cabinets or
walls is restricted.
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Allow minimum clearances for freezer door, 330 mm
and fresh food door, 483 mm for a full 130° door
swing and to allow for pan removal.

102 mm minimum clearance is required when door
swing is adjusted to 90°. If the 90° door stop position
is used, pan access is maintained, but pan removal is

restricted.

THE INSTALLATION SPACE

457 mm
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*The finished cutout width must be 1054 mm.

Water And Electrical Locations
The opening must be prepared with the electrical
and water supply located as shown.

The cutout depth must be 610 mm
The refrigerator will project forward, slightly beyond
adjacent cabinetry, depending on your installation.

Cutout depth beneath a soffit:
When installed beneath a soffit, the soffit cannot

exceed the 610 mm installation depth shown. The shown. .
top case trim overlaps the bottom of the soffit. « Water line can enter the opening through the floor
or back wall.

Recommendation: We recommend that Water and
Electrical Outlets be located in adjacent cabinets
OR specifically as shown,

FLOORING

For proper installation, this refrigerator must be
placed on a level surface of hard material that is at
the same height as the rest of the flooring. This
surface should be strong enough to support a fully
loaded refrigerator, or approximately 680 kg.

NOTE: Protect the finish of the flooring. Cut a large
section of the cardboard carton and place under the
refrigerator where you are working.

EARTHING THE REFRIGERATOR
IMPORTANT—(Please read carefully)

FOR PERSONAL SAFETY, THIS APPLIANCE MUST
BE PROPERLY EARTHED.

The power cord of this appliance is equipped

with an earthing plug which mates with a standard
earthed wall receptacle to minimize the possibility
of electric shock hazard from this appliance.

Have the wall outlet and circuit checked by a
qualified electrician to make sure the outlet is
properly earthed.

Where an unearthed wall outlet is encountered, it is
your personal responsibility and obligation to have
it replaced with a properly earthed wall outlet.

Additional Specifications

A 10 amp power supply is required.
An individual properly earthed branch circuit or
circuit breaker is recommended. Install a properly
earthed electrical receptacle recessed into the back
wall. Electrical outlet must be located on rear wall as

INSTALL ANTI-TIP BRACKETS
WARNING: anm-mie precauTions

The refrigerator is top-heavy and must be secured to
prevent the possibility of tipping forward.

= Cut a 50 mm x 100 mm x 900 mm timber block.
Secure the block to the mounting brackets provided
using &6 mm wood screws.
50 x 100 mm-~ \
Cut 900 mm ; H 4 '
Length ! '

Installation Mountin
Height Bracket
From Floor

Screws Mounted into
Vertical Wall Studs

= Secure the bracket with timber block to the back
wall so that it is 2134 mm (or your installation
height) from the finished floor. Use 6 mm wood
SCrews.

Soffit
Brackets Bloc| - NgI@‘CkEt‘s )
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From
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of Wi
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Side View

+ Screws must penetrate at least 25 mm into vertical
wall studs.

** Please refer to complete Use and Care manual for more comprehensive information **

“Technical Specifications and product sizes can be varied by Manufacturer without notice. Any cut-outs for appliances should only be by physical measurements. Drawings are not to scale. All
information supplied is for general reference purposes only and is on the understanding that Kleenmaid Pty Ltd will not be liable for any loss, liability or damage whatsoever arising as a result of

refiance of such information.
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