—~ L C - KED2000
Frontloading Electric Maxi-D
Specifications
A <
—
Kleenmaid’s new large capacity dryer features stylish Energy rating: 2 star (447KW p/year)
chrome inserts and are made to ensure that large Drans iratsital: Srainlises stanl
loads are dried with ease.
Programs: 15 drying programs with
To keep up with busy families, our new large capacity DUOTRONIC technology
machines combine many features and programs to - Stylish LCD screen with

ensure simple operation, convenience and perfect ,
. ' 4 push button operation

drying results every time.

Delay start: 12 hours
Ventilation: Right side and rear
Dimensions: 945mm (H)
686mm (W)
808mm (D)
Electrical: 15 Amp power point required

* Images for illustration purposes only
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- Large Capacity

Frontloading Electric Maxi-Dryer

KED2000

Specifications
Freestanding Dimensions Notes on Installation:
* 15 Amp power point required
*  Detailed installation & venting instructions are provided with the appliance
ARy e
b and should be read carefully. This document is a brief summary of

dimensions & should not be relied upon in isolation.
*  The power supply plug must remain accessible
* |nstallation surface must be clean, level & firm

*  Align the dryer with adjustable feet using a spirit level
*  Never remove the height adjustable feet

e /
/ * Install the exhaust air duct following the instructions in the manual and
. documents attached

K _;’.d s *  Dryer can be vented at rear or right hand side only
. *  Respect installation clearances advised in instructions
e s *  Add additional 140mm at rear or side for venting pipes / brackets
E’ e i * Thedryer is hinged on right. The door hinges can be switched to left side by
.. P purchase of a left hinge kit
i 530 mm *  Electrical connection information is provided on the appliance rating plate
e el and the table following.

* Images for illustration purposes only

If the Dryer is installed in a small room, the doors of the room must be

fitted with vents of a specified minimum size:

If installing the dryer in a closet, observe the minimum distances according to
the following table

Minimum Installation Clearnces

Closet
Sides’ Nom. mm
Top 305mm
Rear’ Nom. mm
‘as close to wall as venting will allow

Accessories for Purchase

e 1 * BSH499011 Left Hinge Kit (Spare part for purchase)
) § TSm *  PED2000 200mm Pedestal (8")
* Images for illustration purposes only
Model Electrical Approval
KED2000 240V 3200W 50Hz 15A GPO Q080144

*Technical Specifications and product sizes can be varied by Manufacturer without notice. Any cut-outs for appliances should only be by physical measurements. Drawings are not to scale. All
information supplied is for general reference purposes only and is on the understanding that Kleenmaid Pty Ltd will not be liable for any loss, liability or domage whatsoever arising as a result of
reliance of such information.
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KED2000

- Large Capacity
Frontloading Electric Maxi-Dryer

Specifications

Dryer Venting

The Kleenmaid KED2000 10kg Electric Dryer should be vented directly into the open air through an exhaust air duct. This
is to prevent build-up of moisture and accumulation of lint indoors, as well as to maintain maximum drying efficiency.

Please refer to the detailed venting instructions in the Use & Care Manual described on pages 5-10.

The Dryer can be vented either from the REAR or RIGHT HAND SIDE — and the following minimum accessories are
provided to assist with this process:

* Expandable flexible ducting 100mm (max. 2.5 metres long) & clamp
* Venting connector- connects ducting to appliance

Additional Venting Solution Accessories can be purchased at point of sale.

Additional Venting Solution Accessories
(for purchase at point of sale)

A0 D EXTERNAL KIT WITH EXPANDABLE N o EXTERNAL YENT KIT (K550001)
~

A zL _ ALUMINIUM DUCT (KS501P3) ( Sy Use where dryer backs directly onto an
= - l/j Use where dryer Is placed away from a : (™"} 4] external wall
3 L Contains

Contains

\ I = [00mm x 28cm ngid metal pipe
* |nterior wall cover plate
= Exterior louvered weatherhood

* 100mm x 28cm rigid metal pipe
* Imeror wall cover plate

* Exterior louvered wearherhood

« 8ft flexible aluminium pipe

":_ wall hole or In a double brick wall AN | . “Ir

: . EXPANDABLE ALUMINIUM DUCT BFT EXTERNAL ELBOW ADJUSTABLE
() (xss0002) 90-45 DEGREE (KS53258)

s Can be atrached to the expanded external Contains:

: ( kit for further extension. Can also be * 1 x round 20-45 degree elbow used to
% ) direct airflow away at the nominotad

angle from the diyer

placed directly out a window or door for
a non-permanant solution

Contains

* Bft flexible aluminium pipe

* Images for illustration purposes only

EZYVENT rigid metal venting is also available for order at point of sale.
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