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GE Monogram Beverage Centre &
GE Monogram Wine Reserve

A chilled sauvignon blanc. A relaxing aperitif. For all life’s Features:
luxurious and enticing little pleasures, GE introduces Monogram Capacity:
Refrigeration Modules. Temperature:
Ultimately, what makes a home truly beautiful is what Lighting:

makes it livable. These modules bring sophisticated style and

convenience to any setting. Door:

Installation:
Whether you love to entertain or relax, the Wine Reserve

maintains the ideal temperature for storing or serving even your
most revered labels.

More varied tastes? The Beverage Centre stores beverages of all
types and sizes, and puts them all within easy reach with its full
extension wine racks and removable shelves.

Designed to cater to your every indulgent desire, these
amazingly versatile products store practically anything and go
just about anywhere. A perfect fit for the way you live.

156 litre capacity
Adjustable temperature control

Door activated soft interior lighting
(separate interior on/off switch)

UV resistant, tempered glass door

Free standing or built in

Please call 02 9375 2390 @b Kleenm0|d

www.kleenmaid-appliances.com.au

The best you can own.
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The cutout depth should be 600 mm

The cutout dimensions shown allow for a full door
swing and access to the pull-out racks when installed
as a built-in in standard 600 mm deep cabinets.

+ The wine chiller, wine reserve and beverage center
can be installed freestanding.

« If installing between frameless cabinets, a 13 mm
wide filler strip or side panel may be needed on
hinge side. The filler strip will act as a spacer
between the case and adjacent cabinet door swing.
The width of the opening must include the filler
panels. NOTE: The door should protrude 25 mm
beyond the surrounding cabinets.

Additional Specifications

« A 10 amp power supply is required.
An individual properly earthed branch circuit or
circuit breaker is recommended. Ensure a properly
earthed electrical supply outlet has been installed
into the back wall as illustrated.

- GE Monogram Beverage Centre &
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PRODUCT CLEARANCES

The wine chiller and beverage center is factory set for
a 110° door swing.

When installed in a corner:
+ Allow 100 mm minimum clearance on the hinge side
for the 90° door swing and to allow racks to slide out.

+ Allow 360 mm minimum clearance on the hinge side
for a full 110° door swing.
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* The door swing is reversible on all models. If
desired, change the door swing before installation.

Choose the location:

+ These products may be closed in on the top and
three sides as long as the front is unobstructed for
air circulation and proper access to the door.

* Do not install these products where the temperature
will go below 55 °F (13 °C) or above 90 °F (32 °C).

* Do not install where it will be subject to direct
sunlight, heat or moisture.

Black or Stainless Steel Toekick Options

* These products are shipped with a black toekick
installed. An optional stainless steel toekick is also
supplied with each product. For shipping purposes,
the stainless steel toekick is secured to the back
of the unit.

SIDE-BY-SIDE INSTALLATIONS

Increase storage capacity by installing two Monogram
beverage centers or wine chillers together. Or, for a
complete refreshment center, install any two of these
units together.

* A side-by-side installation requires at least a 1206 mm
wide opening. No trim kits required.

* Products must operate from separate, properly earthed
receptacles.
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*Technical Specifications and product sizes can be varied by Manufacturer without notice. Any cut-outs for appliances should only be by physical measurements. Drawings are not to scale. All
information supplied is for general reference purposes only and is on the understanding that Kleenmaid Pty Ltd will not be liable for any loss, liability or damage whatsoever arising as a result of

refiance of such information.
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