~ SPECIFICATIONS

Outdoor Refrigerator
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Planning a weekend BBQ or patio party? A relaxing way

to spend quality time with your friends and family, and a
GE Monogram Outdoor Refrigerator makes it even more
satisfying and enjoyable for you. Allowing you to store food
and beverages outside in a fully lockable fridge, saving you
the trouble of making muiltiple trips inside.

Exceptional quality and execution can be seen in every detail,
from the solid, substantial handle, to the SpillProof ™ glass
shelves. Equipped with 3 removable glass shelves for easy
cleaning, and two beverage racks for convenient storage of
wines, the Outdoor Refrigerator has ample space.

It's sturdy professional grade stainless steel exterior stands
up to the most demanding environmental conditions while
adding a degree of sophistication to your entertainment area.

Please call 02 9375 2390

Features:
Capacity:
Display:
Lighting:
Safety:

Construction:

Temperature:

Installation:
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156 litre capacity

LED temperature display

Door activated lighting

Key door lock

Fully encased stainless steel construction
Adjustable temperature control

Freestanding or built in

£ Kleenmoid

The best you can own.
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914 mm

| NOTE

603 mm
Free-Standing — Use canopy top

\ . — Handle and \ : -
handle standoff

depth is 70 mm

603 mm

Built-In — Remove canopy top
(if needed)

Note: Accepted procedure if building-in is to leave
canopy top ON otherwise allowances must be made
for exposed hinge & locking mechanism.

Locate
Outlet
267 mm
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229 mm
877 mm Min. Max.

38 mm
— 603 mm Min—

610 mm
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The cutout depth should be 610 mm

The cutout dimensions shown allow for a full door

swing and access to the pull-out racks when installed

in standard 610 mm deep cabinets.

* The Outdoor/Indoor Refrigerator can be installed
free-standing.

e If installing between frameless cabinets, a 13 mm wide
filler strip or side panel may be required on the
hinge side. The filler strip will act as a spacer between
the case and adjacent cabinet door swing. The width
of the opening must include the filler panels.
NOTE: In a standard 610 mm opening, the door will
protrude 38 mm forward of the surrounding cabinets.

PRODUCT CLEARANCES AND
LOCATION REQUIREMENTS

The Outdoor/Indoor Refrigerator is factory set for

a 110° door swing.

When installed in a corner:

¢ Allow 130 mm minmum clearance on the hinge side
for the 90° door swing and to allow racks to slide out.

® Allow 380 mm minimum clearance on the hinge side
for a full 110° door swing.

e Test the door swing. Carefully open and close the door.
The door should not rub or catch on adjacent cabinetry.
Adjust if the door makes contact with cabinetry.

380 mm Minimum

to Wlall gpe
Door 550 mm
1100 SWI]'IQ 1
Door 't
Swing
1:r 600 mm
! 900 |
.'\, 1 -_. ""'i_.i__
10° I\ /
10° \ 130 mm Minimum

to Wall

“Technical Specifications and product sizes can be varied by Manufacturer without notice. Any cut-outs for appliances should only be by physical measurements. Drawings
are not to scale. All information supplied is for general reference purposes only and is on the understanding that Kleenmaid Pty Ltd will not be liable for any loss, liability or
damage whatsoever arising as a result of reliance of such information.
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